


Lab 3 - Packet Tracer
	· This is an assignment, and worth 5 points. 
· The due date is today’s midnight. 
· Submit this outcome file.
· Submit two *.pkt files. 



Task 1. 
Complete all the Parts in the following file: 2.1.1.2 Packet Tracer - Deploying and Cabling Devices.pdf. 
Build on the attached file: 2.1.1.2-Deploying and Cabling Devices.pkt. 
- Take a screenshot of the outcome (refer to p. 4). 
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Task 2. 
Complete all the Parts in the following file: 2.1.1.4 Packet Tracer - Configure End Devices.pdf. 
- Take a screenshot of the outcome of ping (refer to p. 3). 
[image: ]
- Take a screenshot of the outcome of running IOS commands (refer to p. 7). 
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Co\sping 152.163.1.1

Pinging 152.168.1.1 with 32 byves of dava:

Reply from 152.165.1.
Reply from 152 165 1.
Reply from 152 165 1.
Reply from 152.163.1.1: byces:

cime=tms TTL-128
p—
cime=ims TTL-128
cime=ims TTL-128

Ping stavisties for 192.168.1.1:
Packets: Sent = 3, Received = 4, Lost = 0 (0% loss),
Bpproximate round trip times in milli-seconds:
Minimm = 2ms, Maximm = Sms, Average = 3ms




image3.png
SLINK-5-CHANGED: Incerface FastEchernecl/l, changed state To up

SLINEPROTO-5-UPDOWN: Line protocol on Interface FastEchernesl/l,
changed scate o up

SLINK-5-CHANGED: Interface FastEchernes2/l, changed state To up
SLINEPROTO-5-UPDOWN: Line protocol on Interface FastEchernes2/l,
changed scate o up

Switchsensble
Switch¢configure verminal

Sncer configuravion commands, one per line. End with CNTL/Z.
Switeh (config) thostname Cencral

Cencral (config)®

Cencral (config)d

Cencral (config) #interface FascZthernesd/1

Central (config-if)¢ Shusdown

Central (config-if)t
SLINK-5-CHANGED: Interface FastEchernesO/l, changed state to
sdministracively dovn

SLINEPROTO-5-UPDOWN: Line protocol on Interface FastEchernes0/l,
changed scate o down
SLINK-5-CHANGED





